Combo Siamese Cable
RG6 + 18/2 Power Cable

\‘\“ERTE*
C elb uUs

(I7333%
Frequency| Attenuation
(MHz) (dB/100m)
50 2.82
100 3.26
_ 200 4.75
7 400 6.95
700 9.39
1000 11.44
2000 17.30
2200 18.37
Applications Drop cable for Interior Application Temperature Rating (°C) -20 to 60
Reference Standard SCTE IPS-SP-001, UL 1655, Impedence (+ 3.0 Ohms) 75
UL13, UL 444 Capacitance (pF/ft) 15.5
Conductor DCR@20° C (ohms/1000ft) 28.6
Velocity of Propagation (%) 84
ROHS Compliant Yes
Center Conductor Bare Copper
AWG 18
Diameter (inches) 0.04
Insulation Skin Foamed PE
Nom. Thickness (inches) 0.07007
Insulation Diameter (inches) 0.1799
Braid Shield Copper Clad Aluminum
Coverage Area (%) 95
Power Cable cctv
Jacket PVC PVC
Nom. Thickness (inches) 0.0295 0.8
Cable Diameter (inches) 0.2696 0.2358
Nominal Weight 40 Ibs.
Flammability Test @Y/
Core Colors 1. Black / 2. Red
Part Numbers Color Put-up
RG6/U 2C 18AWG CMR FT4 XXXXXX VERIFIED TO C(ETL)US 6+182JRB Bla 000 Ree
FEEXFT H6+182JRWH2 White 1,000’ Reel




